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pletely emptied to waste. Inlets and outlets shall be so placed as to give
complete circulation of the pool water.
Wall and floor finish shall be of masonry, tile or similar impervious
material, non-toxic to man, and shall be reasonably enduring. Finish shall
be moderately smooth and of a light color.
23. Spray Pools: It is considered very desirable to install a spray pool
in lieu of a wading pool, where no water stands at any time but is drained
away freely as it sprays over the area. Water quality, wall and floor con-
struction shall meet the same requirements as set forth for public swim-
ming pools. The bottom shall have a minimum slope of not less than 3/4
inch per foot towards the waste outlets. No obstructions, such as raised
drains, steps, or concrete gadgets, on which children may fall or become
injured, shall be placed in the spray pool area.
24. Water Treatment.
Disinfecting Agent: Some means of disinfecting the pool water shall be
used which provides a residual of disinfecting agent in the pool water.
Adequate feeding equipment and equipment for testing residuals must be
employed. Inasmuch as chlorine is almost universally used, minimum stand-
ards for the use of chlorine are given below. Proposals to use disinfecting
agents other than chlorine will be reviewed by the State Board of Health
and approval given on each individual installation if so merited.
Equipment for supplying chlorine or compounds of chlorine shall
be of capacity to feed 1 pound of available chlorine per 3,000 gallons
of pool volume per 24-hour period. This may be reduced by 50% for
Type "D" pools.
In all public pools, elemental chlorine shall be supplied by means
of gas chlorinator which controls and regulates the flow of the gas
and mixes it in a water solution which, in turn, is injected into the
pool water circulating system ahead of the filters.
An exception to the requirements for gas chlorination shall permit
the use of hypochlorite supplied by a suitable hypochlorinator in all
pools having a capacity of not more than 75,000 gallons of water.
Any hypochlorinator, to be acceptable for public pool use, shall
conform to the following requirements and shall be sold by the
manufacturer explicitly to meet these conditions and so warranted:
a. Capacity shall be adequate to supply 1 pound of free chlorine
per 3,000 gallons of water in the pool per 24-hour period.
b. Feed shall be positive under all conditions of pressure in the
circulating system, and without construction of the pump suction
line whether this line is flooded or under vacuum head.
c. Rate of flow shall be indicated and provision made to change
this rate.
d. Regulation shall be provided to insure constant feed with
varying supply or back pressure.
e. Positive features to prevent back-flow from circulation system
to the solution container and provision for reducing the free lime
from calcium hypochlorite entering the pool to a minimum.


